@M@@ Technical Data Sheet

P80CL CLAMPLOCK LUBRICANT

Specialist Lubricant conforming to Network Rail Standards

Description

Typical Characteristics
e P80OCL Clamplock Lubricant is a superior

lubricant based on highly refined mineral Colour Grey

oil of low viscosity and Igw pour point but Texture Liquid
with a fla§h point of 140 C a.fter Density at 15°C 0.895
evaporation. It contains a high - - 5

percentage of Colloidal Molybdenum UMBEEE1) EREUTE jlieacet
Disulphide, has high creepability Flash Point >70°C
properties, extreme pressure additives Pour Point -35°C

and gives excellent corrosion protection.
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Applications {

e For use on clamplock mechanisms, high
speed power transmissions, chains, slides
and wire ropes.

Benefits

e Provides excellent corrosion protection

¢ Resists water wash off

¢ Resists abrasive build-up of grit

o Wide temperature range of -35°C to
+100°C (maximum)

¢ High flash point eliminates the possibility of

solvent ignition. Pack Size & PADS Cat. Number

Meets the performance criteria in BR 652

5 Litres 0027/025057
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P80CL CLAMPLOCK LUBRICANT




Specialist Lubricant conforming to Network Rail Standards

Description

· P80CL Clamplock Lubricant is a superior lubricant based on highly refined mineral oil of low viscosity and low pour point but with a flash point of 1400C after evaporation.  It contains a high percentage of Colloidal Molybdenum Disulphide, has high creepability properties, extreme pressure additives and gives excellent corrosion protection.
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Applications

· For use on clamplock mechanisms, high speed power transmissions, chains, slides and wire ropes.

Benefits

· Provides excellent corrosion protection

· Resists water wash off


· Resists abrasive build-up of grit


· Wide temperature range of -350C to +1000C (maximum)


· High flash point eliminates the possibility of solvent ignition.
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 Typical Characteristics

		Colour
  

		Grey



		Texture  

		Liquid



		Density at 150C

		0.895



		Viscosity at 400C

		11.25cSt



		Flash Point

		>700C



		Pour Point  

		-350C



		Meets the performance criteria in BR 652





Pack Size & PADS Cat. Number

5 Litres              0027/025057 
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